Energy consumption (J)

Accumulated uptime (s)

2000 -

1000~

4000 -

2000 -

180s uptime: . Sender . Receiver

LoRa

2271.6 2309.8

2179.9 2232

2083.5

2032.7| 1764
(+0%)

2201.6 1764.1
(+8.3%) (+0%)
{202.8} {162.5}

2133 2029 W 2251.6 1879.7
(+4.9%) (+15%) B(+10.8%)(+6.6%)
{197.6} {188} W {190} {158.6}

(+0%)
{932.4} {809.2}

[2.2] [10.9] [10.8] [11.8]

Baseline Extended Hints Hints+Extended

LoRa

4954.1 5005.2

4320 4323.6

4320 4317.4
(+0)

4809.3
(+489.3) (+34.9)

4352.3 4320 4860 4870.7 4561.2

(+0) (+542.6) W (+550.7)(+243.9)

(+0)

Hints Hints+Extended

Baseline Extended

Total uptime: . Sender . Receiver

NbloT

2068.8 2052 2075.8 2126.7 50538 2096.1

2034.7 1729.6
(+0%)

2026.2 1717.5
(~0.4%) (~0.7%)
{182.3} {154.5}

2054.1 1937.3
(+1%) (+12%)
{174.2} {164.3}

2041.5 1916.3
(+0.3%) (+10.8%)
{172.4} {161.8}

(+0%)
{196.3} {166.9}

[10.4] [11.1] [11.8] [11.8]

Baseline Extended Hints Hints+Extended

NbloT

4574.3

4320 4286.5 4365.4 4293.9 4320

4320 4231.3
(+0)

4343 4233.7 4320 4396.1

4333.8
(+13.8) (+151)

4382.2

(+0) (+23.1) (+2.4) (+0) (+164.8)

Baseline Extended Hints Hints+Extended

Policy



