Energy consumption (J)

Accumulated uptime (s)
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60s uptime: . Sender . Receiver

LoRa

648.4 650.4

602.7

617.4 581.1

1004.4  612.1
(+62.7%) (+5.3%)
{166.8} {101.7}

Extended

628.7 586.1 W 10358 619.6
(+1.8%) (+0.8%) M(+67.8%) (+6.6%)
(nft  {nf} M {158.3} {94.7}

Hints

(+0%)
{Inf}

(+0%)
{Inf}

1
Baseline

[6.5]

Hints+Extended

LoRa

1440 1479.9

1440 1440

21256 1498
(+685.6) (+58)

1440 1451.1
(+11.1)

2170.5 1511.6

(+0) (+730.5) (+71.6)

Extended Hints Hints+Extended

1
Baseline

Total uptime: . Sender . Receiver

NbloT

876
763.8

714.8 592.3 760.8 = 589 777.9 608.4
(+0%)  (+0%) M (+6.4%) (=0.6%) M (+8.8%) (+2.7%)
{292.3} {242.2) W {119.3} {92.3} W {165.9} {129.7}
[2.4] [6.4] [4.7]
Bas:eline Extelnded Hi;1ts
NbloT
1440 14436 1218 14519

1440 1436.9

(+0)

1487.4 | 1437.8 1440 | 1457.8

(+20.9)

(+0) (+47.4) (+0.9) (+0)

Baseline Extended Hints

Policy

847.4

785.9

(+10%) (+1.8%)

{107.3} {82.3}
[7.3]

Hints+Extended

603

1517.3 1485

1488.6 | 1452.4

(+48.6) (+15.5)

Hints+Extended



