Energy consumption (J)

Accumulated uptime (s)

2000 -

1000 -

4000 -

2000 -

Energy: . Sender |:| Receiver

LoRa

2271.6

2083.5

2032.7

2201.6
(+8.3%)
{202.8}

(+0%)
{932.4}

Hints

Extended

1
Baseline

LoRa

5349.8
4954.1

4320 4320

4320 4320

(+0)

4809.3 4359.6
(+489.3) (+39.6)

4320
(+0)

4951
(+631)

(+0)

Baseline Extended Hints

2303.9

Hints+Extended

4991.7 4961.3

4868.8 4691.5

(+548.8) (+371.5)

Hints+Extended

Total uptime: . Sender . Receiver

2068.8

2034.7

(+0%)
{196.3}

1
Baseline

4320 4320

4320 4320

(+0)

(+0)

Baseline
Policy

NbloT
2560.7

2052

2026.2
(~0.4%)
{182.3}

2057.2

(+1.1%)
{171.6}

Extended Hints Hints+Extended

NbloT

4865.1 4850.1

4365.4 4328.6

4343 4321.9 4320 4632.3

(+0) (+312.3)

4332.6 4614.8

(+23.1) (+1.9) (+12.6) (+294.8)

Extended Hints Hints+Extended



